
Marantz PMD580 Firmware Installation instructions 

v.3.12 

*If your PMD580 has version 3.02 or earlier then before performing the firmware update, be sure to 

delete the NTP address on the PMD580 if populated. Once the update is completed, you can reenter 

the address.* 

 

How to check the current firmware version on the PMD580 

1. While the PMD580 is powered on press and hold the ‘SHIFT’ button, while holding shift press the 

‘MENU/STORE’ button to enter the Utility Menu. 

2. Turn the jog wheel clockwise until ‘FW Version’ is displayed and press the wheel in to display the 

current version. 

3. Press ‘STOP’ or ‘MENU/STORE’ to exit the Utility Menu. 

 

Perform the steps below to complete the firmware update on the PMD580: 

1. Extract the contents of the zipped update folder. 

2. Locate the ‘PMD580up.bin’ file once extracted. 

3. Drag and drop or copy and paste the ‘PMD580up.bin file to the root of the CF card. You can use the 

PMD580 while in USB mode or while the card is connected to another card reader. 

4. If a different card reader was used insert the card into the PMD580 and power on. If you used the 

PMD580 to transfer the file simply power off and power on the machine. 

5. Once booted the machine will prompt you ‘Update?’. Select ‘Yes’ with the jog wheel to continue. 

6. When the update is completed the machine will reboot on its own. Once booted the PMD580 will 

prompt you again for the update. Choose ‘No’ and press the jog wheel in. 

7. Remove the PMD580up.bin file from the CF card. 


