DN-508MXA: Update Instructions
Release Notes:
 Firmware Version 16.00.11.00 (11/17/2016)
· The DN-508MXA will no longer show the IP Address after disconnecting from a Router/Network 
· [bookmark: _GoBack]The DN-508MXA now shows new IP addresses when changing Routers or Networks without having to power cycle. 
Connecting to an existing Network:
1. Using an Ethernet cable plug the DN-508MXA into the network.
2. Power ON the DN-508MXA. 
3. Press the MENU button.
4. Using the VOLUME/SEL knob scroll to “System” and push to select.
5. Scroll to “Ethernet” and push to select.
6. Scroll to “IP address” and push to select.
7. Select AUTO and change to “Auto ON”.  The DN-508MXA will assign itself a new unused IP Address.  The Administrator password is: adminpwd           
a. If you changed the password and forgot it, you can do a factory reset by powering ON the DN-508MXA while holding the Mute/Back button and clicking the Volume/Select Knob.                        
8. Using a Computer connected to the Network, open the WebUI by inputting the new IP Address into the Address Bar of your Web Browser.  Press enter. 
a. Please disregard any “0” that are displayed in the IP Address to the left of the number. 
9. Move your mouse over the SETTINGS button near the top of the page and click “SYSTEM”
10. Click the Lock/Unlock symbol in the upper left hand section of the screen. Then enter the admin password: adminpwd
a. If you changed the password and forgot it, you can do a factory reset by powering ON the DN-508MXA while holding the Mute/Back button and clicking the Volume/Select Knob. 
11. Scroll down to the bottom of the page.  In the FIRMWARE section click “BROWSE”
12. Select the firmware file you wish to install, then click “OPEN” 
13. Click “VERIFY”.  The DN-508MXA will check the Firmware file to ensure it is not corrupted.
14. Once Verification is successful, click “EXECUTE”
15. The DN-508MXA will update itself.  The update process takes a couple of minutes, DO NOT turn the power OFF while the Firmware is updating.
16. Once complete the DN-508MXA screen displays “Update Complete Please Power OFF”.
17. Power OFF the DN-508MXA.

Connecting using a Local Router:
1. Using an Ethernet cable plug the DN-508MXA into a Local Router.
2. Power ON the DN-508MXA. 
3. Press the MENU button.
4. Using the VOLUME/SEL knob scroll to “System” and push to select.
5. Scroll to “Ethernet” and push to select.
6. Scroll to “IP address” and push to select.
7. Select AUTO and change to “Auto ON”.  The DN-508MXA will assign itself a new unused IP Address.  The Administrator password is: adminpwd             
a. If you changed the password and forgot it, you can do a factory reset by powering ON the DN-508MXA while holding the Mute/Back button and clicking the Volume/Select Knob.                        
8. Using an Ethernet cable, connect a Computer to the Router.
9. Open the WebUI by inputting the new IP Address into the Address Bar of your Web Browser.  Press enter. 
a. Please disregard any “0” that are displayed in the IP Address to the left of the number. 
10. Move your mouse over the SETTINGS button near the top of the page and click “SYSTEM”
11. Click the Lock/Unlock symbol in the upper left hand section of the screen. Then enter the admin password: adminpwd
a. If you changed the password and forgot it, you can do a factory reset by powering ON the DN-508MXA while holding the Mute/Back button and clicking the Volume/Select Knob. 
12. Scroll down to the bottom of the page.  In the FIRMWARE section click “BROWSE”
13. Select the firmware file you wish to install, then click “OPEN” 
14. Click “VERIFY”.  The DN-508MXA will check the Firmware file to ensure it is not corrupted.
15. Once Verification is successful, click “EXECUTE”
16. The DN-508MXA will update itself.  The update process takes a couple of minutes, DO NOT turn the power OFF while the Firmware is updating.
17. Once complete the DN-508MXA screen displays “Update Complete Please Power OFF”.
18. Power OFF the DN-508MXA.


